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MIL-PRF-23419/9B
AMENDMENT 3
10 April 2001
SUPERSEDING
AMENDMENT 2
29 October 1999

PERFORMANCE SPECIFICATION SHEET

FUSE CARTRIDGE, INSTRUMENT TYPE
STYLE FM09, (NONINDICATING)

This amendment forms a part of MIL-PRF-23419/9B, dated 07 April 1998, and is
approved for use by all Departments and Agencies of the Department of Defense.
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* TABLE I, replace the minimum and maximum cold resistance values for the stated ampere ratings as follows:
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TABLE II, delete insulation resistance and corresponding number of sample fuses.

Paragraph between table II and table III, delete last sentence.

The margins of this amendment are marked with an asterisk to indicate where changes from the previous
amendment were made.  This was done as a convenience only and the Government assumes no liability whatsoever
for any inaccuracies in these notations.  Bidders and contractors are cautioned to evaluate the requirements of this
document based on the entire content irrespective of the marginal notations and relationship to the last amendment.

Custodians: Preparing activity:
Army - CR DLA - CC
Navy - EC
Air Force - 11 (Project 5920-0729)
DLA - CC

Review activities:
Army - AR, CR4, MI
Navy - AS, MC, OS, SH
Air Force - 19, 99
NSA - NS

INCH-POUND

Cold resistance
(ohms)Characteristic Ampere rating

Minimum Maximum
B 1/10 14.0 17.5
B 1/8 9.0 11.0
B 15/100 6.9 8.0
B 3/16 4.0 5.5


